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The BP120 Profinet has all the functions of the previous versions and is equiped with 8 configurable I/Os, dedicated 
emergency line and built-in intelligent features for automatic mode switching between I/Os, PLC communication or built-in 
accumulation mode.

HARDWARE SPECIFICATIONS    SOFTWARE SPECIFICATIONS
• Built-in 230Vac to 24Vdc power supply 120W   • Profinet Certified Chipset and software library
• Controls two motors with real-time speed feedback  • In-field firmware updates possible
• 8 configurable I/Os for sensors & actuators   • Ethercad “ready”
• On-board memory for data collection storage   • Ethernet IP “ready”
• Graphic user interface for instant control and flexibility  • Easy configuration tool
• Separated motor and logic power

Der BP120 Profinet verfügt über alle Funktionen der Vorgängerversionen und ist ausgestattet mit 8 konfigurierbaren I/
Os, einer zugeordneten Notrufleitung und integrierten Funktionen für die automatische Modusumschaltung zwischen I/Os, 
SPS-Kommunikation oder dem integrierten Modus.

PROFINET COMMUNCICATION
ETHERCAD “READY”

ETHERNET IP “READY”

ZERO PRESSURE 
ACCUMULATION

8 CONFIGURABLE I/OS

INTEGRATED POWER SUPPLY

IP65 CASING AND CONNECTORS
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